Cable glands
SKINDICHT® cable gland accessories metric

SKINDICHT® fittings

‘ OLFLEX®

SKINDICHT® ZSE-M

I Benefits W Technical data
® Allows the use of PG parts in metric threads IZI Material

® Assembling with wrench

Body: Nickel plated brass

W Application range

® Hexagonal converter from a metric outer
thread to a PG inner thread.

® Machines
® Devices
® Housings

‘ UNITRONIC®

W Approvals (Norm references)

C€ RobiSY

‘ ETHERLINE®

I Design
® Metric connection thread acc. to EN 50262

W Note
® SKINDICHT® ZSE-M-XL offers a long metric
connection thread

‘ HITRONIC®

W Design

These converters are used in our cable
glands:

SKINDICHT® SHV-M

SKINDICHT® SHVE-M

SKINDICHT® SRE-M

SKINDICHT® SR-SV-M

EPIC®

Part number Thread, male M1 Thread, female PG SWmm Thread length, outside mm Pieces / PU

@

o

9 52106000 12x 1,5 7 14 5 100

=2 52106010 16 x 1,5 9 18 5 100

§ 52106020 20x 1,5 1 22 6 100

(7,) 52106030 20x 1,5 13.5 22 6 100
52106040 20x 1,5 16 24 6 50
52104050 20x 1,5 21 30 8 50
52106050 25x 1,5 21 30 7 50
52106060 32x15 29 40 8 25
52106070 40x 1,5 36 50 8 10
52106080 50x 1,5 42 57 9 10

@ 52106090 63 x 1,5 48 66 10 10

4

; 52106005 12x 1,5 7 14 10 100

= 52106015 16 x 1,5 9 18 10 100

(77} 52106025 20x 1,5 11 22 13 100

] 52106035 20x 1,5 13.5 22 13 100
52106045 20x 1,5 16 24 13 50
52106055 25x 1,5 21 30 13 50

o 52106065 32x1,5 29 40 13 25
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698 For current information see www.lappgroup.com/products





