LAPP GROUP Cable glands

SKINDICHT® cable gland accessories metric .
SKINDICHT® sealing rings / incised seal X
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SKINDICHT® O-Ring VITON® metric L

I Application range M Technical data

° For.safe gealmg of housmg. Protection T S
against oils, acids, chemicals and water on RAL| Gcen >
the connection thread of a gland or similar Material ()
parts under extreme conditions. |§| FKM E
Range of temperature E
% -20°C up to +200°C 2

W Approvals (Norm references) —
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= Note |

@ Delivery will be in max. possible packing unit, 5

minimum order quantity is one packing unit |:|_:
L
Part number Part designation / size Inner @ in mm Cable thickness mm Pieces / PU
52122000 OV M 12x 2,0 9.0 2.0 100 ®
52122001 OVM12x1,5 9.0 1.5 100 [$)
52122010 OV M 16 x 2,0 13.0 2.0 100 =
52122020 OV M 20 x 2,0 17.0 2.0 100 )
52122021 OVM20x1,5 17.0 1.5 100 [
52122030 OV M 25 x 2,0 22.0 2.0 100 =
52122040 OV M32x2,0 28.0 2.0 50 =
52122050 OV M 40 x 2,0 36.0 2.0 50 —
52122060 OV M50 x 2,0 46.0 2.0 25
52122070 OV M 63x2,0 57.0 2.0 25

Viton® is a registered trademark of DuPont de Nemours
Ua_)
o
w

i Benefits = Technical data

® Resistant against oil, water, alkaline solu- Ealenr el

tions, acids, solvents... RAL| \hite
® For use with foodstuffs Material S
PTFE o
0 Range of temperature E
1 Application range % -120°C up to +250°C =z
® PTFE sealing disks for SKINTOP® and SKIN- short term up to +300°C ‘5’4,
DICHT® cable glands

W Approvals (Norm references)
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W Note c%l

@ Delivery will be in max. possible packing unit,

minimum order quantity is one packing unit
@
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Part number Part designation / size Inner @ in mm Thickness in mm Outer @ mm Pieces / PU n<:
=
53801030 JTM 12 12.1 2.0 16.6 100 x
53801040 JTM 16 16.1 2.0 21.1 100 -
53801050 JTM 20 20.1 2.0 27.5 100 (™
53801060 JTM 25 25.1 3.0 33.4 50 I—
53801070 JTM32 32.1 3.0 40.3 50
53801080 JT M 40 40.2 3.0 51.5 25
53801090 JTM 50 50.2 3.0 61.6 25 (7]
53801100 JTM63 63.2 3.0 73.9 25 E
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For current information see www.lappgroup.com/products 701





