LAPP GROUP Cable glands

Cable glands - other thread types .

SKINTOP® cable glands polyamide NPT X
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SKINTOP® NPT I

Benefits B Design M Technical data 9

Conical NPT thread ® NPT connection thread acc. to Colour delivered 5
Permanent vibration protection ANSI B1.20.2-1983

RAL 7001 silver-grey
RAL 9005 black / UV resistant
Material

Optimal strain relief

Maximum reliability

Large, variable clamping ranges ¥ Note

For suitable accessories see SKINTOP® PG

Body: Polyamide
Seal: CR

@
accessories, except counter nut SKINTOP® Degree of protection %
s GMP-GL IP 68 - 5 bar =
W Application range 4
® 3/8” =PG9 Range of temperature —
® Everywhere where cables must be safely R -20°C up to +80°C X
inserted into housings. ® 1/27=PG13.5 2
® Machine and apparatus construction ® 3/4”=PG21
® Automation technology e 17=PG29
® Devices
® Housings M Design .
® SKINTOP® STR NPT equipped with a reduc- E
tion seal insert which seals cables and wires S
W Approvals (Norm references) X . a
C € @ “ . m with small outer diameters. s
Part number Part designation / size Clamping range @F mm SW mm Overall length C mm Thread length D mm Pieces / PU ®
v
o
53016010 ST 3/8 NPT” 35-8 19 43.0 15.0 100 <§:
53016030 ST 1/2 NPT” 5-12 24 45.0 15.0 100 =
53016050 ST 3/4 NPT” 13-18 33 53.0 15.0 50 E
53016060 ST 1 NPT” 19 -25,4 42 60.0 15.0 25 —
™
53016210 ST 3/8 NPT” 3,5-8 19 43.0 15.0 100 —
53016230 ST 1/2 NPT” 5-12 24 45.0 15.0 100
53016250 ST 3/4 NPT” 13- 18 33 53.0 15.0 50
53016260 ST 1 NPT” 19 -25,4 42 60.0 15.0 25 m
53016110 STR 3/8 NPT” 2-6 19 43.0 15.0 100 °o=
53016130 STR 1/2 NPT” 4-9 24 45.0 15.0 100 7
53016150 STR 3/4 NPT” 9-16 33 53.0 15.0 50 m
Q
53016310 STR 3/8 NPT” 2-6 19 43.0 15.0 100 o
53016330 STR 1/2 NPT” 4-9 24 45.0 15.0 100 <
53016350 STR 3/4 NPT” 9-16 33 53.0 15.0 50 —
53016610 BS 3/8 NPT” 35-8 19 82.0 15.0 100
53016630 BS 1/2 NPT” 5-12 24 104.0 15.0 100
53016650 BS 3/4 NPT” 13- 18 33 133.0 15.0 50
x
53016810 BS 3/8 NPT” 35-8 19 82.0 15.0 100 [a)
53016830 BS 1/2 NPT” 5-12 24 104.0 15.0 100 =z
53016850 BS 3/4 NPT” 13-18 33 133.0 15.0 50 E
o
<

For current information see www.lappgroup.com/products 705





